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NOTES:

1- POSTS SHALL BE 87
OR &”
SQUARE,
ONLY IN ROUND POSTS.

2- ALL wOOD SHALL BE TREATED
IN ACCORDANCE WITH FEDERAL
SPECIFICATION TT-W-571 FOR
wOOD PRESERVATION, RETAINING
0.6 POUNDS PER CUBIC FOOT
CHROMATED COOPER ARSENATECCCAD.

3- NAILS MAY BE USED
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SHANK, 6 LONG.
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WATERTIGHT
COUPLING

BAND j

NOTES:

1- POST SHALL BE 12” DIAM.

OR 127 SOLID OR BUILT UP
SQUARE.

2- ALL wOOD SHALL BE TREATED
IN ACCORDANCE WITH FEDERAL
SPECIFICATION TT-w-571 FOR
wOOD PRESERVATION, RETAINING
0.6 POUNDS PER CUBIC FOOT
CHROMATED COOPER ARSENATECCCAD.
3- ALL RODS. NUTS, BOLTS, AND
WASHERS SHALL BE GALVANIZED IN
ACCORDANCE WITH ASTM A307 AND
ASTM A153.

HOLD DOWN ROD
FOR PIPE

IF REQUIRED
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Y 2°xX4* NAIL SECURELY 374" DIAM.
T 18* LONG,
Yl STEEL ROD,
THREAD 3*
7-27%X4* EACH END,
EACH WAY 37X37X1/4*
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DETAIL A
E— NOTES!
172" DIAM. 1- TwO HOLD DOWN RODS ARE REQUIRED.
ROD — 2- THE HOLD DOWN RODS SHALL BE MADE
FROM STRUCTURAL QUALITY STEEL.
3- THE LUG SHALL BE A STANDARD TANK
1 DIAM. LUG OR OTHER COMMERCIAL TYPE.
4— STRUCTURAL QUALITY STEEL LAG SCREWS,
EYE \i 3/4” X 4, MAY BE USED IN LIEU DOF 18”
STEEL ROD - 2 REQUIRED.

THIS PORTION OF PIPE SHALL BE SHDEF?I_F[:BS;[EATED IN O
NE CONTINUOUS LENGTH.
12’-0* MIN, 8/—0”
T 'I'l'l'l'l'l'l'l'l'l'f'l'!'l'l'I'I'l'l'l'l'l'l'l'l'l'l'l'I'l'l'l'l'l'l'l'l'l'l'l'f'l'l'l'l'l'l%l l'l'l'l'l'l'l'l'l'l'f'l'l'l'l'l'l'l'l'I'l'l'l'l'l'!'l'l'l'l'l'l'l'l'l'f'f'f
‘M l.J.J.hhhhhhhhhhhhhl.l.l.l.l.l.hl.hhl.hl.J.hl.hhhhhhhhl.hl. lollalid s tidetebulsts 1L Ll e Ll ol o
ELBOW 2

I
10°-0” %

2/-0”

SIDE ELEVATION

HOLD DOWN ROD

Ll

END ELEVATION

COOPERATOR

COUNTY SWCD, INDIANA

LOCATION

TIMBER SUPPORT PROP

OUTLET FOR “ DIAM PIPE
DIMENSIONS
el (N e r ¥ U. S. DEPARTMENT OF AGRICULTURE
N N N " NATURAL RESOURCES CONSERVATION SERVICE
6 32 14 6 70’1 Jesigned peromayy___
BASED ON DRAWING 5-E-13850.215 8 32 11 & 70 e R
FOR 15 OR SMALLER DIAMETER 10 32 2 6 AN .
PIPES ONLY 12 38 = = 70 i e
15 39 9 7 1/2 | 90 e ___ =

IN-ENG-53-B




